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Video Production

Blackmagic Design ATEM 2M/E Production Studio 4K switcher frame
- 20 SDI inputs

- Clean feed outputs for each M/E

- Independent multiview outputs for each M/E

- Embedded audio on all outputs

- 4 upstream lumal/linear/chroma/DVE keyers

- 2 downstream keyers

- Transition keyer with 24 sec. animation clip store (in 1080)

- DVE with 3D borders & drop shadow

X-Keys XKE-124 T-bar 1M/E control panel

Blackmagic Design Smart Videohub 40x40 SDI router

4 x Blackmagic Design HyperDeck Studio dual slot SSD recorders

Computers

5x Computers total

- 3X HP Envy 15” laptops (Core i7, 8GB RAM, SSD, Windows 10)

- 2X Macbook Pro Retina 15” (Core i7, 16GB RAM, SSD)

2x AJA ROl Scan Converters - for outputting either PC or Mac laptops to HD-SDI video
2x Blackmagic UltraStudio Mini Recorder - for video input into Macs.

Video/Audio integration for 2 simultaneous Skype interview sessions.

Wirecast software for webhcast streaming/encoding.

Blackmagic software for switcher, router, and Hyperdeck control.

Audio

Behringer X32 Producer console

- 32 input channels

- 8 aux channels

- 8 F/IX return channels

- 16 aux buses

2 - Yamaha MSP5A 60W monitor speakers

7 - Sennheiser ew 500 G3 diversity receivers (block ‘A’ frequency range)
Sennheiser ew 300 IEM G3 IFB transmitter (block ‘A’ frequency range)
Telos ONE telephone hybrid

360 Systems Instant Replay 2
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Cameras

2 - Panasonic HPX2700 Varicam w/full studio configuration package
- Panasonic BT-LH900 8.4” monitor viewfinder

- Front & back tally

- Routable returns

- Full duplex RTS 2-chan. intercom

2 - Panasonic HDX900 w/full studio configuration package
- Panasonic BT-LH900 8.4” monitor viewfinder

- Front & back tally

- Routable returns

- Full duplex RTS 2-chan. intercom

4 - Panasonic AJ-RC10 remote control paint boxes

Video Monitoring

2 - Samsung 43” 1080 LED flat screen multiview monitors

Samsung 43” 4K LED flat screen quad-split monitor

2 - Samsung 24” 4K LED flat screen quad-split engineering monitors
Leader LV-7700 rasterizing waveform monitor/vectorscope

Terminal Equipment
AJA FS1 2-channel I/0

2x AJA ROI's

2x AJA HDMI>SDI converters
Ensemble Design Avenue Signal Integration System frame - provides:
- System master sync

- Test signal generators

- Reclocking video distribution amplifiers

ESE ES-488 SMPTE time code generator/inserter
ESE ES-362 up/down timer with foot pedal start/stop
ESE clock/timer remote “desktop” displays

System Intercom

Two 4-channel RTS MCE-325 user stations
One 2-channel RTS MRT-327 user station
RTS SAP-612 source assign panel

- 6 assignable wet/dry channels per output
- 12 outputs

RTS BP325 2-channel belt packs (# of beltpacks dependent on project requirements up to 10)
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